Doosoun Consulting & Innovation

m RF Prisma

2|Z{o| RFID O/ 2 11

RF Prismas #4222 CI2Zo| OL0|ElS
2|2 T RFID FCHE 2|C0|H A2 d&E2

E3 U COIE WL S 2T

fors

AlH3t|of 7+ 2({Hst &
H2|7k2| (23 L E) EaHEiL|Ct,

Bluetooth 4.1 Z|cH s e =k QI35 Clfel
2| ESREA 7|29 A g Y OtEf|Ltet impinj indy R20002] ZAIZE 2 2te| QIA|ZE C2RIe2
Bluetooth 4.1 Classic 30dBm RF 2822 EanE g PR &=0| R2|7t gl= AHEAtOf| A 2Lt

(SPP /iAP2) 2| 7m7tR] 41 (2ICH 300 E} / %) 220g9| 7tH{2 S| Hotst 1S HF
AN
Frequency Read Range Additional Features
865~868MHz for EU, 902~928MHz for other countries Up to 7m (23ft) read range Auto sleep mode (configurable) /
(Frequency band is adjustable by region via SDK) Up to 1m waterproofing
for circuit protection
Reader chipset Communication
Reader chipset of Impinj Indy R2000 UHF Gen2 Bluetooth 4.1 Classic / SPP / iAP2 (MFi)

with upto 800 tags/sec read rate

Weight Memory

As light as 220g 8Mbit internal Memory
29))

Dimensions Sound tel. 82) 2-460-9800
Ergonomic design with compact size of 3 level of single tone buzzer dssales@doosoun-cni.com
171mm(L)x117mm(W)x40mm(D) (off, low, high)

http://www.doosoun-cni.com
RF power Color

30dBm Max. RF output power (Adjustable) Wide selection of colors EI oo Comting & st
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