
KA-4

RFID FCL Tunnel Reader (KA-4) is a high performance FCL reading device 

with relatively small floor space in the RFID intelligent warehouse series. 

It is applicable to the factory delivery or warehouse logistics center 

which have large cargo volume and operation intensity.

This equipment is easy to operate and one person can finish the work. 

KA-4 is the best choice for a space 

that is limited butrequires high efficient operation.

1. One-man operated unit

2. Automatic counting

3. Automatic list confirm

4. Single port two-way transmission

5. Small floor space

6. High reading accuracy and high reading speed

Protocol : ISO/IEC18000-6C, EPCGlobal Class1 GEN2

Working frequency : UHF 800MHz ~ 930MHz

RF rated power : 10dBm ~ 30dBm

Maximum reading speed : 1,000tag/s

RFID

Attachment : Printing module

Others

규격표식

제품특성

Maximum size of identification box : 100*65*80cm （L*W*H）

Minimum size of identification box : 30*30*20 cm （L*W*H）

Recognition accuracy rate : 100%（less than 200/clothes）

Maximum number of identified : 500 (clothes)

Identify the maximum weight : 40Kg

Read Performance

Working voltage : AC220V-50/60Hz, 

Power dissipation : 1.2KW

Working temperature : -10~+40℃

Storage temperature : -20~+60℃

Humidity : 10%~70% (non-condensing)

Electrical Environment
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Electrical Environment

RFID Tunnel Reader

‘RFID가 부착된 상품’이

터널에 들어오면 자동으로 수불 처리합니다.
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Option

· Universal

  table

· Tokyo : Server interlink program

· Milan : Built-in program

· Printer

Honeywell PC42t

TTP-243


